NEX GEN LED LIGHTS AND SIGN
+1 817-800-2132

12450 East Fwy Suite 100, Houston,
TX 77015, United States

FEATURE

® |njection-molded thermoplastic ABS housing and polycarbonatecover,
UL 94V-0 flame rating.

® Innovative, easy installation in minutes

® Suitable for wall and ceiling mount applications

® Universal J-box mounting pattern

®m 120V/277VAC Dual voltage operation

®m 2X12pcs Super bright 2835 0.5W LED lamp heads for
emergency mode, provide more than 400Lm output.

® Built-in 3.6V2000mAh Nickel cadmium battery for minimum90 minutes
emergency operation.

® Maximum 24 hours for full recharge time

® Test switch and charge indicator
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® UL and cULus Wet location listed L]
® 0°to 40°Cindoor damp location listed
® Five years warranty for the electrical parts and housing.
®m Two years warranty for battery.
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PACKING INFORMATION
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. | PACKING INFORMATION WEIGHTS 2
45.2x34x27.5cm/6pcs 7/6kgs
ELECTRICAL INFORMATION
RATED VOLTAGE INPUT CURRENT | INPUTWATT | LEDTYPE CHARGINGTIME | EMERGENCYRUNTIME
2x12pcs ultra bright
120/277V 0.025/0.010A 2.4W 2835 SMT LED lamp 24 Hrs 90 Mins
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